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Abstract
The series of papers published by Gil and Ortigosa [1–3] introduced a new
convex multi-variable variational and computational framework for the nu-
merical simulation of Electro Active Polymers (EAPs) in scenarios charac-
terised by extreme deformations and/or extreme electric fields. Building
upon this body of work, five key novelties are incorporated in this paper.
First, a generalisation of the concept of multi-variable convexity to energy
functionals additively decomposed into isochoric and volumetric components.
This decomposition is typical of nearly and truly incompressible materials,
group which represents the majority of the most relevant EAPs. Second,
convexification or regularisation strategies are applied to a priori non-convex
multi-variable isochoric functionals to yield physically meaningful convex
multi-variable functionals. Third, based on the mixed variational principles
introduced in Reference [1] in the context of compressible electro-elasticity,
a novel extended Hu-Washizu mixed variational principle for nearly and
truly incompressible scenarios is presented. From the computational stand-
point, a static condensation procedure is applied in order to condense out
the element-wise extra fields, the resulting formulation having a comparable
cost to the more standard three-field displacement-potential-pressure mixed
formulation. Fourth, the computational framework for the three-field mixed
variational principle in nearly and truly incompressible scenarios is also pre-
sented. In this case, the novelty resides in the consideration of convex multi-
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variable energy functionals. Ultimately, this leads to the definition of new
tangent operators for the Helmholtz’s energy functional in the specific con-
text of incompressible electro-elasticity. Fifth, a Petrov-Galerkin stabilisation
technique is applied on the three-field formulation for the circumvention of
the Ladyz˘enskaja-Babus˘ka-Brezzi (LBB) condition, enabling the use of linear
tetrahedral finite elements for the interpolation of the unknowns of the prob-
lem. Finally, a series of challenging numerical examples is presented in order
to provide an exhaustive comparison of the different variational formulations
presented in this paper.
Keywords: Dielectric elastomers, Nonlinear electro-elasticity, material
stability, Mixed variational principles, polyconvexity, incompressibility
1. Introduction
Dielectric elastomers (DEs) belong to a general class of Electro Active
Polymers (EAPs) with remarkable actuation properties [4–7]. Recently, Li
et al. [8] have reported an outstanding voltage induced area expansion of
1980% on a Dielectric Elastomer membrane film. In this specific case, the
electromechanical instability is harnessed as a means for obtaining these
electrically induced massive deformations with potential applications in soft
robots, adaptive optics, balloon catheters and Braille displays [8], among
others. Moreover, these materials have been successfully applied as gener-
ators to harvest energy from renewable sources, such as human movements
and ocean waves [9].
Several authors [10–24] have contributed to the development of a well
established variational framework for the numerical simulation of electro ac-
tive materials. Crucial to this variational framework is the definition of well
posed constitutive equations, as these materials are prone to develop a vari-
ety of electromechanical instabilities [25]. Among these, it is vital to identify
those material instabilities associated to the onset of macroscopic instabilities
[26–28]. The latter are related to the loss of ellipticity [29, 30] and the loss
of positive definiteness of the generalised acoustic tensor [26, 27, 31] and,
ultimately, lead to the ill-posedness of the governing equations. From the
numerical standpoint, these detrimental features yield [25–27] a pathologi-
cal mesh dependence behaviour similar to that observed in the modelling of
strain localisation [32].
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In nonlinear elasticity, ellipticity of the constitutive model is satisfied
ab initio by polyconvex [29, 30, 33–39, 39–51] energy functionals. Gil and
Ortigosa [1] extended the concept of polyconvexity to finite strain elec-
tromechanics, where the more appropriate term multi-variable convexity was
adopted. The authors defined a new electro-kinematic variable set including
the deformation gradient tensor F , its adjoint or co-factorH , its determinant
J , the Lagrangian electric displacement field D0 and an additional spatial or
Eulerian electromechanical variable denoted as d. Convexity of the internal
energy functional with respect to the elements of this extended set permits
an extension of the concept of ellipticity [30] not only to the entire range of
deformations but to any applied electric field.
In the present manuscript, the concept of multi-variable convexity is gen-
eralised to energy functionals which are additively decomposed into isochoric
and volumetric components. Notice that many authors [46, 52, 53] advocate
for this approach in order to model the behaviour of nearly and truly incom-
pressible materials, as is the case of the popular acrylic elastomer VHB 4910.
Based on the work in Reference [1], some strategies to create appropriate
convex multi-variable isochoric invariants by incorporating minor modifica-
tions to a priori non-convex multi-variable isochoric invariants are presented
in this work.
From the numerical standpoint, in the context of incompressible elastic-
ity, some authors resort to interpolation spaces for both geometry and pres-
sure fields which a priori do not satisfy the Ladyz˘enskaja-Babus˘ka-Brezzi
(LBB) [54–56] condition but then recover the ellipticity of the problem via
appropriate stabilisation techniques [41, 47, 53, 57–63]. In this regard, the
Stream-Upwind-Petrov-Galerkin (SUPG) method can be utilised as a robust
technique for the circumvention of the LBB condition [64]. On the contrary,
other authors resort to Finite Elements discretisations which satisfy the LBB
condition condition, as for instance, the P2P1 and Q2Q1 Taylor-Hood ele-
ments [55].
In the context of incompressible electro-elasticity, some authors [65] re-
sort to the well established B-bar [66] element for the discretisation of the
standard three-field displacement-potential-pressure variational principle. In
this element, a bilinear/trilinear (for 2D/3D applications) interpolation of
the geometry and electric potential and a constant element by element in-
terpolation of the pressure field is considered. Unfortunately, this choice of
interpolation spaces does not satisfy the LBB condition and can potentially
lead to spurious pressure modes [67]. The use of pressure smoothing at a
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postprocessing stage [68] can help alleviate this shortcoming. In conformity
with this non-LBB compliant line of research, we present the SUPG stabili-
sation of the three-field variational principle which allows for the use of linear
tetrahedral finite elements for all the unknowns of the problem.
Additionally, following Gil and Ortigosa [1, 2], we propose an extended
Hu-Washizu [44, 52, 54, 54, 69–71, 71–80] mixed variational principle for
nearly and truly incompressible scenarios. Considering now interpolation
spaces which satisfy the LBB condition, a comparison of this enhanced
methodology is carried out in this paper against the three-field formula-
tion, where both LBB compliant and non-compliant interpolation spaces are
considered.
The paper is organised as follows. Section 2 revises the fundamental
equations of electromechanics with the help of the tensor cross product nota-
tion introduced by de Boer [81] and later applied by Bonet et al. [46, 82] in
the context of nonlinear continuum mechanics. Very succinctly, this Section
revisits the concept of multi-variable convexity introduced in Reference [1]
and its particularisation to energy functionals additively decomposed into
isochoric and volumetric components. Moreover, this Section presents the
tangent operators of both the internal energy and the Helmholtz’s energy
functional based on the aforementioned decomposition. Section 3 presents a
series of mixed variational principles suitable for nearly and truly incompress-
ible electromechanics. The Finite Element computational implementation of
these formulations is presented in this Section. Section 4 presents regu-
larisation strategies which enable to obtain convex multi-variable isochoric
invariants via modifications to a priori non-convex multi-variable isochoric
invariants. Section 6 presents some challenging numerical examples in nearly
and truly incompressible scenarios in order to provide an exhaustive com-
parison of the different mixed variational principles presented in Section 3
using a variety of Finite Element spaces. Finally, Section 7 provides some
concluding remarks and a summary of the key contributions of this paper.
Three appendices have been included for the sake of completeness. Ap-
pendix A presents the relationship between the components of the tangent
operators for the internal energy and those for its extended representation
in terms of the arguments which define multi-variable convexity. Appendix
B shows the relationship between the constitutive tensors arising from the
classical Helmholtz’s energy functional and those emerging from the inter-
nal energy. Finally, Appendix C expands on the developments of Section 4
including some tedious but necessary algebraic manipulations.
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2. Nonlinear continuum electromechanics
2.1. Motion and deformation
Let us consider the motion of a continuum representing a dielectric elas-
tomer, defined by a domain V with boundary ∂V in its initial or material
configuration. After the motion, the continuum occupies a spatial configu-
ration defined by a domain v with boundary ∂v. The motion is defined by
a pseudo-time t dependent mapping field φ which links a material particle
from material configuration X ∈ V to spatial configuration x ∈ v accord-
ing to x = φ(X, t). Displacement boundary conditions can be defined as
x = (φ)∂uV on the boundary ∂uV ⊂ ∂V .
The deformation gradient tensor or fibre-map, defined as the material
gradient of the spatial configuration F = ∇0x = ∂φ(X,t)∂X [29, 30, 33–35, 52,
83–86], the Jacobian or volume-map of the deformation J = detF and the co-
factor or area-map H = JF−T [46, 52, 57], relate differential fibre, area and
volume elements, respectively, between material and spatial configurations
(refer to Figure 1).
Figure 1: Deformation mapping of a continuum and definition of F ,H , J .
Material or Lagrangian infinitesimal fibre, area and volume elements dX,
dA and dV are related accordingly to their spatial or Eulerian counterparts,
namely dx, da and dv, respectively.
An alternative and algebraically more convenient definition of both the
area and volume maps in terms of the tensor cross product operation
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introduced in [81] and exploited in [46, 51, 82] is given as
H =
1
2
F F ; J =
1
3
H : F , (1)
where for two-point second order tensors A and B, the tensor cross opera-
tion is computed as (A B)iI = EijkEIJKAjJBkK , with E the third order
alternating tensor. Throughout the paper, the symbol (·) is used to indicate
the scalar product or contraction of a single index a · b = aibi; the symbol
(:) is used to indicate double contraction of two indices A : B = AijBij; the
symbol (×) is used to indicate the cross product between vectors [a× b]i =
Eijkajbk and the symbol (⊗) is used to indicate the outer or dyadic product
[a⊗ b]ij = aibj.
Let us define δu and u as virtual and incremental variations of x, which
satisfy compatible displacement based boundary conditions on ∂uV . With
the help of the tensor cross product operation introduced above, the first
and second directional derivatives of the co-factorH and the Jacobian J with
respect to virtual and incremental variations of the geometry are evaluated
as
DH [δu] = F ∇0δu; D2H [δu;u] = ∇0δu ∇0u; (2a)
DJ [δu] = H : ∇0δu; D2J [δu;u] = F : (∇0δu ∇0u) . (2b)
2.2. Governing equations in nonlinear electromechanics
The objective of this section is to present the governing equations which
dictate the behaviour of dielectric elastomers, namely the Gauss and Faraday
laws and the conservation of linear and angular momentum equations. For
simplicity, the consideration of surrounding vacuum effects will be neglected
in this work. The reader is referred to Reference [1] for the more general case
where vacuum effects are not disregarded.
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2.2.1. Gauss and Faraday laws
The local version of the Gauss law in a Lagrangian setting can be written
as3
DIVD0 = ρ
e
0 in V ; (3a)
D0 ·N = −ωe0 on ∂ωV, (3b)
where ρe0 represents an electric volume charge per unit of undeformed volume
applied on the dielectric elastomer described in Section 2.1 in its material
configuration V , ωe0 is an electric surface charge per unit of undeformed area
applied on ∂ωV ⊂ ∂V and D0 is the Lagrangian electric displacement vector.
Alternatively, equation (3) can be presented in a spatial setting in terms of
the Eulerian electric displacement field D, defined as D0 = H
TD [11, 12].
Analogously, the local form of the static Faraday law and its associated
boundary conditions can be written as
E0 = −∇0ϕ in V ; (4a)
ϕ = (ϕ)∂ϕV on ∂ϕV, (4b)
where E0 is the Lagrangian electric field vector and ϕ an electric potential
field. In equation (4b), ∂ϕV ⊂ ∂V represents the part of the boundary
subjected to electric potential boundary conditions, such that ∂ωV ∪ ∂ϕV =
∂V and ∂ωV ∩ ∂ϕV = ∅. Equations (4) could alternatively be presented in
a spatial or Eulerian setting in terms of the Eulerian electric field E, related
to its Lagrangian counterpart E0 via the standard relationship E0 = F
TE
[11, 12].
3For the more general case where the effect of the surrounding vacuum cannot be
neglected (as in Micro-Electro-Mechanical systems (MEMs) [21]), equation (3b) needs to
account for the jump of the variable D0 across the boundary of the dielectric elastomer
(refer to References [1] and [2]).
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2.2.2. Translational and rotational equilibrium
In the absence of inertial effects, the local conservation of linear momen-
tum and its associated boundary conditions yield4 [52, 86]
DIVP + f 0 = 0 in V ; (5a)
PN = t0 on ∂tV ; (5b)
φ = (φ)∂uV on ∂uV, (5c)
where f 0 represents a body force per unit of undeformed volume in V , t0
a traction force per unit of undeformed area t0 on ∂tV ⊂ ∂V , such that
∂tV ∪ ∂uV = ∂V and ∂tV ∩ ∂uV = ∅ and P , the first Piola-Kirchoff stress
tensor. Furthermore, satisfaction of rotational equilibrium leads to the well-
known tensor condition PF T = FP T [52].
2.3. The internal energy density: multi-variable convexity in incompressible
electromechanics
For the closure of the system of equations defined by (3) and (5), an ad-
ditional constitutive law satisfying appropriate constitutive inequalities [30]
is needed. The most well accepted constitutive inequality, namely ellipticity,
is automatically satisfied if the internal energy density functional e per unit
of undeformed volume e = e(∇0x,D0) is defined as [1]
e (∇0x,D0) = W (F ,H , J,D0,d) ; d = FD0, (6)
where W represents a convex muti-variable functional in terms of the ex-
tended set of arguments V = {F ,H , J,D0,d}.
In the context of truly or nearly incompressible scenarios, it is customary
to additively decompose the internal energy into its isochoric and volumetric
components (see References [52, 87–89]) eˆ and U , respectively as
e (∇0x,D0) = eˆ (∇0x,D0)+U (det∇0x) ; eˆ (∇0x,D0) = e
(
(det∇0x)−1/3∇0x,D0
)
.
(7)
The first term on the left hand side of equation (7) leads to the deviatoric
component of the first Piola-Kirchhoff tensor and the derivative of the func-
tion U accounts for the pressure p. In the context of convex multi-variable
4For the more general case where the effect of the surrounding vacuum cannot be
neglected, equation (5) needs to account for the jump of the variable P across the boundary
of the dielectric elastomer (refer to References [1] and [2]).
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electro-mechanics, it is also possible to construct a similar decomposition to
that in (7) as
W (F ,H , J,D0,d) = Wˆ (F ,H , J,D0,d) + U (J) . (8)
Following the ideas in References [46, 82, 87–89] in the context of in-
compressible elasticity, a simple way to ensure the correctness of the above
additive decomposition (8), or equivalently, that only the U -term accounts for
the pressure contribution, would be to construct Wˆ in terms of the isochoric
components of F , H and in terms of the spatial vector dˆ, that is
Wˆ (F ,H , J,D0,d) = W
(
Fˆ , Hˆ , 1,D0, dˆ
)
, (9)
where the isochoric components of F andH [52] and the vector dˆ are defined
as
Fˆ = J−1/3F ; Hˆ = J−2/3H ; dˆ = J−1/3d. (10)
As shown in Reference [1], the convex multi-variable nature of the inter-
nal energy W (6) enables a one-to-one and invertible relationship between
the elements of the extended set V and those in the associated set of work
conjugates ΣV = {ΣF ,ΣH ,ΣJ ,ΣD0 ,Σd}, defined as [1]
ΣF =
∂Wˆ
∂F
; ΣH =
∂Wˆ
∂H
; ΣJ =
∂Wˆ
∂J
+ p; ΣD0 =
∂Wˆ
∂D0
; Σd =
∂Wˆ
∂d
,
(11)
where the pressure is related exclusively to the volumetric functional as p =
U ′(J). As shown in References [1], it is possible to express the first Piola-
Kirchhoff stres tensor P and the material electric field E0 in terms of the
arguments of the extended set ΣV as
P = ΣF + ΣH F + ΣJH + Σd ⊗D0; E0 = ΣD0 + F TΣd. (12)
Alternatively, the first Piola-Kirchhoff stress tensor can be additively split
into its deviatoric and volumetric components Pˆ and P v, respectively, de-
fined as
Pˆ = ΣF + ΣH F +
∂Wˆ
∂J
H + Σd ⊗D0; P v = pH . (13)
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Following Reference [1], an expression for the Kirchhoff stress tensor and
the spatial electric field (needed for post-processing purposes) emerges as
τ = ΣFF
T +
(
ΣHH
T
)
I + JΣJI + Σd ⊗ d; E = F−TΣD0 + Σd,
(14)
where I denotes the second order identity tensor.
As an example, let us consider the case of an ideal dielectric elastomer
where the purely mechanical part of the internal energy is described via a
Mooney-Rivlin material. The electro-mechanical internal energy represent-
ing this material based on an additive decomposition between isochoric and
volumetric components can be defined as
Wˆ (F ,H , J,d) = ηJ−2/3IIF + γJ−2II
3/2
H +
IId
2ε
J−2/3, (15)
where II(•) denotes the squared of the L2 norm of the entity (•), η and γ
are two positive material parameters with units of N/m2 and ε, the elec-
tric permittivity of the material, related to that of the vacuum ε0 = 8, 854×
10−12A2s4kg−1m−3 and the dimensionless relative permittivity εr via the clas-
sical relationship ε = εrε0. Finally, the most commonly used expression for
the volumetric strain energy component U (J) is given by
U (J) =
κ
2
(J − 1)2 , (16)
where κ represents the bulk modulus of the material. In the context of convex
multi-variable electromechanics, the volumetric term, exclusively depending
upon the Jacobian J , must be a convex function, as that in equation (16).
2.4. Tangent electromechanics operator for the internal energy
With a Newton-Raphson type of solution process in mind, the internal
energy e = e(∇0x,D0) can be further linearised leading to the tangent
operator
D2e [δu, δD0;u,∆D0] = D
2eˆ [δu, δD0;u,∆D0] +D
2U(J)[δu;u], (17)
where the tangent operator of both isochoric and volumetric components of
the internal energy can be defined as
D2eˆ [δu, δD0;u,∆D0] =
[ ∇0δu : δD0· ] [ Cˆ QTQ θ
] [
: ∇0u
∆D0
]
;
D2U [δu;u] = ∇0δu : Cp : ∇0u,
(18)
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with the deviatoric and volumetric components of the fourth order elasticity
tensor Cˆ and Cp, the third order piezoelectric tensor Q and the second order
dielectric tensor θ defined as
Cˆ = ∂
2eˆ(F ,D0)
∂F ∂F
∣∣∣∣
F=∇0x
; Cp = ∂
2U(F )
∂F ∂F
∣∣∣∣
F=∇0x
;
Q = ∂
2eˆ(F ,D0)
∂D0∂F
∣∣∣∣
F=∇0x
; θ =
∂2eˆ(F ,D0)
∂D0∂D0
∣∣∣∣
F=∇0x
.
(19)
With the help of the tensor cross product [1, 46, 81], a more physically
insightful representation of the tangent operator of the isochoric and volu-
metric components of the internal energy (18) is obtained as
D2eˆ [δu, δD0;u,∆D0] =
[
Sδ
]T
[HWˆ ]
[
S∆
]
+ (ΣH + ΣJF ) : (∇0δu ∇0u)
+ Σd · ((∇0δu)∆D0 + (∇0u)δD0) ;
D2U [δu;u] = U
′′
(J) (H : ∇0δu) (H : ∇0u) + U ′(J)F : (∇0δu ∇0u) ,
(20)
where[
Sδ
]T
=
[
(∇0δu) : (∇0δu F ) : (∇0δu : H) δD0· ((∇0δu)D0 + F δD0) ·
]
;
[
S∆
]
=

: (∇0u)
: (F ∇0u)
(H : ∇0u)
∆D0
∇0uD0 + F∆D0
 ,
(21)
and with the extended Hessian operator [HWˆ ] denoting the symmetric posi-
tive definite operator containing the second derivatives of Wˆ (F ,H , J,D0,d)
as
[HWˆ ] =

WˆFF WˆFH WˆFJ WˆFD0 WˆFd
WˆHF WˆHH WˆHJ WˆHD0 WˆHd
WˆJF WˆJH WˆJJ WˆJD0 WˆJd
WˆD0F WˆD0H WˆD0J WˆD0D0 WˆD0d
WˆdF WˆdH WˆdJ WˆdD0 Wˆdd

. (22)
11
As shown in Appendix A, it is possible to relate the constitutive tensors
Cˆ, Q and θ in equation (19) to the components of the Hessian operator
[HWˆ ] in (22). Moreover, the volumetric component of the elasticity tensor
Cp (19) can be related to the first and second derivatives of U(J), as shown
in Appendix A.
Extending the ideas presented in Reference [1], positive definiteness of
the Hessian operator [HWˆ ] in above (22) and positiveness of U
′′
(J) in (20)b
extends the concept of ellipticity (rank-one convexity) to the field of elec-
tromechanics for the specific case of energy functionals additively decom-
posed into isochoric and volumetric components. As shown in Reference [3],
the authors show that this condition has very strong physical implications
as it guarantees the existence of physical wave speeds (Legendre-Hadamard
condition [30]).
For instance, for the constitutive model defined in equation (15), the
Hessian operator [HWˆ ] associated to the isochoric component of the internal
energy Wˆ is defined as
[HWˆ ] =

2η
J2/3
I 0 − 4η
3J5/3
F 0 0
0 WˆHH − 6γJ3 II1/2H H 0 0
− 4η
3J5/3
F − 6γ
J3
II
1/2
H H WˆJJ 0 − 23εJ5/3d
0 0 0 0 0
0 0 − 2
3εJ5/3
d 0 1
εJ2/3
I
 , (23)
where I denotes the fourth order identity tensor, i.e, IiIjJ = δijδIJ and with
the slightly more convoluted terms WˆHH and WˆJJ , denoting the second
derivatives of Wˆ with respect to H and J , respectively, defined as
WˆHH =
3γ
J2
II
1/2
H I +
3γ
J2
II
−1/2
H H ⊗H ;
WˆJJ =
10η
9J8/3
IIF +
6γ
J4
II
3/2
H +
5
9εJ8/3
IId.
(24)
Positive definiteness of the exclusively mechanical contribution of the
Hessian operator [HWˆ ] defined in equations (23) and (24) has been proved
in Reference [40]. For completeness, we show positive definiteness of the
electromechanical contribution of [HWˆ ], associated to the electromechanical
energy component (15) Wˆem of Wˆ (refer to (15)), defined as
Wˆem =
IId
2ε
J−2/3. (25)
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Proof of positive definiteness of the Hessian operator of the above elec-
tromechanical energy functional Wˆem, namely [HWˆem ], follows from the fol-
lowing inequality[
δd
δJ
]T
[HWˆem ]
[
δd
δJ
]
=
1
ε
IIg +
1
9ε
(
δJ
J
)2
IIdˆ ≥ 0, (26)
where the vector g in above equation (26) is defined as g = δdˆ −
√
2
3
δJ
J
dˆ,
with dˆ defined in equation (10) and with δdˆ = J−1/3δd.
Finally, notice that the fourth row and column of the Hessian operator
[HWˆ ] in above equation (23), associated to the derivatives of the energy
functional with respect to D0, vanish. This is typical for the case of an
ideal dielectric elastomer. More complex constitutive models incorporating
electrostriction effects add contributions to this column and row, as shown
in References [1, 3].
2.5. The Hemlholtz’s energy density functional
The definition of multi-variable convexity in (6) ensures a one to one re-
lationship between the variables D0 and −∇0ϕ. In this case, it is possible to
define an alternative energy functional to the internal energy e = e(∇0x,D0)
called the Helmholtz’s energy funtional Φ = Φ(∇0x,−∇0ϕ), by making use
of the following Legendre transform as5.
Φ (∇0x,−∇0ϕ) = − sup
D0
{−∇0ϕ ·D0 − eˆ (∇0x,D0)− U(det∇0x)} . (27)
The above Legendre transformation enables to additively decompose the
Helmholtz’s energy functional in terms of isochoric Φˆ and volumetric U com-
ponents as
Φ(∇0x,−∇0ϕ) = Φˆ(∇0x,−∇0ϕ) + U(det∇0x), (28)
leading to a definition for the stress and electric fields as
Pˆ =
∂Φˆ(F ,E0)
∂F
∣∣∣∣∣ F=∇0x
E0=−∇0ϕ
; P v =
∂U (detF )
∂F
∣∣∣∣ F=∇0x
E0=−∇0ϕ
; D0 = − ∂Φˆ(F ,E0)
∂E0
∣∣∣∣∣ F=∇0x
E0=−∇0ϕ
,
(29)
5An advantage of employing a constitutive model defined by the energy functional in
(6) is that it ensures the existence of the Helmholtz’s energy density ab initio, which cannot
be necessarily guaranteed otherwise.
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with the first Piola-Kirchhoff stress tensor P additively decomposed into
deviatoric and volumetric components, namely P = Pˆ + P v.
2.6. Tangent operators for the Helmholtz’s energy functional
The tangent operator for the Helmholtz’s energy functional Φ(∇0x,−∇0ϕ)
(27) and (28) can be additively decomposed as
D2Φ [δu, δD0;u,∆D0] = D
2Φˆ [δu, δD0;u,∆D0] +D
2U(J)[δu;u], (30)
where the tangent operators for the volumetric component U(J) is identical
to that presented in equations (18)b and (20)b. The tangent operator for the
isochoric contribution Φˆ is computed as
D2Φˆ [δu, δϕ;u,∆ϕ] =
[ ∇0δu : −∇0δϕ· ] [ Cˆ∗ −PT−P −ε
] [
: ∇0u
−∇0∆ϕ
]
,
(31)
with the deviatoric part of the fourth order elastic tensor Cˆ∗, the third order
piezoelectric tensor P and the second order dielectric tensor ε defined as
Cˆ∗ = ∂
2Φˆ(F ,E0)
∂F ∂F
∣∣∣∣∣ F=∇0x
E0=−∇0ϕ
; P = − ∂
2Φˆ(F ,E0)
∂F ∂E0
∣∣∣∣∣ F=∇0x
E0=−∇0ϕ
; ε = − ∂
2Φˆ(F ,E0)
∂E0∂E0
∣∣∣∣∣ F=∇0x
E0=−∇0ϕ
.
(32)
As shown in Appendix B, it is possible to relate the constitutive tensors
Cˆ?, P and ε in (32) to those emerging from the tangent operator of the
internal energy, namely Cˆ, Q and θ in (19) and hence, to the components of
the Hessian operator [HWˆ ] in (22) (as the necessary relationships between Cˆ,
Q and θ and the components of [HWˆ ] are included in Appendix A).
3. Variational formulations
This Section presents a series of mixed variational principles and their
finite element implementation for nearly and truly incompressible electro-
elasticity. The more standard four (and three) displacement-potential-Jacobian-
pressure [90] (and displacement-potential-pressure) [65] variational principles
and new more sophisticated extended Hu-Washizu mixed variational princi-
ples obtained following the ideas in Reference [1] will be presented in this
Section.
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3.1. Standard displacement and electric potential based variational principle
Some authors [90] advocate for a four-field mixed variational principle
where the geometry, the electric potential, the Jacobian and the pressure are
the unknown variables, defined as
ΠΦNI (x
∗, ϕ∗, J˜∗, p∗) = inf
x,J˜
sup
ϕ,p

∫
V
Φˆ(∇0x,−∇0ϕ)dV +
∫
V
U(J˜) dV
+
∫
V
p
(
Jx − J˜
)
dV − Πext(x, ϕ)
}
,
(33)
where (•)∗ in above equation (33) indicates the exact solution of the variable
(•) and
Πext(x, ϕ) =
∫
V
f 0 · xdV +
∫
∂tV
t0 · xdA−
∫
V
ρe0ϕdV −
∫
∂ωV
ωe0ϕdA, (34)
the total external work due to the action of external mechanical forces and
electric charges.
Alternatively, other authors [65] resort to a three-field mixed variational
principle, in terms of the complementary energy of the volumetric energy
functional U(J˜), defined as
ΠΦNIC (x
∗, ϕ∗, p∗) = inf
x
sup
ϕ,p

∫
V
Φˆ(∇0x,−∇0ϕ)dV +
∫
V
Γ(p) dV
+
∫
V
pJx dV − Πext(x, ϕ)
}
,
(35)
where Γ(p) denotes the complementary energy of the volumetric functional
U(J˜), defined as6
Γ(p) = inf
J˜
{
U(J˜)− pJ˜
}
. (36)
6An explicit definition of the complementary energy for the volumetric functional U(J˜)
in equation (16) can be obtained as
Γ(p) = −p
( p
2κ
+ 1
)
.
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For fully incompressible materials (Γ = −p), the above variational prin-
ciple can be modified as
ΠΦI (x
∗, ϕ∗, p∗) = inf
x
sup
ϕ

∫
V
Φˆ(∇0x,−∇0ϕ)dV +
∫
V
p (Jx − 1) dV
−Πext(x, ϕ)} .
(37)
3.2. Extended Hu-Washizu mixed variational principle for nearly incompress-
ible and fully incompressible scenarios
Gil and Ortigosa [1] presented a series of novel Hu-Washizu mixed vari-
ational principles in the context of compressible electro-elasticity. Based
on that work [1], a novel enhanced Hu-Washizu mixed variational principle,
tailor-made for nearly and truly incompressible materials, where the elec-
tromechanical internal energy is additively decomposed as in Section 2.3,
can be defined as
ΠWNI (x
∗,F ∗,H∗, J∗,Σ∗F ,Σ
∗
H , Σˆ
∗
J , ϕ
∗,D∗0,d
∗,Σ∗d, J˜
∗, p∗)
= inf
x,F ,H,J,D0,d,J˜
sup
ΣF ,ΣH ,ΣˆJ ,ϕ,Σd,p
{∫
V
Wˆ (V) dV +
∫
V
U(J˜) dV +
∫
V
D0 ·∇0ϕdV
+
∫
V
[
ΣF : (Fx − F ) + ΣH : (Hx −H) + ΣˆJ(Jx − J)
+Σd · (FxD0 − d) + p
(
Jx − J˜
)]
dV − Πext(x, ϕ)
}
,
(38)
where {Fx,Hx, Jx} in above equation (38) denote the geometrically com-
patible strain measures
Fx = ∇0x; Hx = 1
2
∇0x ∇0x; Jx = det∇0x. (39)
Notice in the above variational principle, the definition of two Jacobian
variables J and J˜ and their respective work conjugates ΣˆJ and p. This is not
the case for the mixed variational principles presented in Reference [1, 2],
where only the work conjugate ΣJ is considered. This explicit distinction is
the consequence of the additive split of the internal energy in terms of its
isochoric and volumetric components Wˆ (V) and U(J), which guarantees that
the Lagrange multiplier p coincides (in a week manner) with the hydrostatic
pressure.
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Following the ideas presented in Reference [46], an alternative mixed vari-
ational principle where the field J˜ does no longer feature in the formulation
can be derived as
ΠWNIC (x
∗,F ∗,H∗, J∗,Σ∗F ,Σ
∗
H , Σˆ
∗
J , ϕ
∗,D∗0,d
∗,Σ∗d, p
∗)
= inf
x,F ,H,J,D0,d,J˜
sup
ΣF ,ΣH ,ΣˆJ ,ϕ,Σd,p
{∫
V
Wˆ (V) dV +
∫
V
Γ(p) dV
+
∫
V
D0 ·∇0ϕdV +
∫
V
[
ΣF : (Fx − F ) + ΣH : (Hx −H) + ΣˆJ(Jx − J)
+Σd · (FxD0 − d) + pJx] dV − Πext(x, ϕ)} .
(40)
For fully incompressible materials (Γ(p) = −p), the above variational
principle ΠWNI (38) can be modified as
ΠWI (x
∗,F ∗,H∗, J∗,Σ∗F ,Σ
∗
H , Σˆ
∗
J , ϕ
∗,D∗0,d
∗,Σ∗d, p
∗)
= inf
x,F ,H,J,D0,d
sup
ΣF ,ΣH ,ΣJ ,ϕ,Σd,p
{∫
V
Wˆ (V) dV +
∫
V
D0 ·∇0ϕdV
+
∫
V
[
ΣF : (Fx − F ) + ΣH : (Hx −H) + ΣˆJ(Jx − J)
+Σd · (FxD0 − d) + p (Jx − 1)] dV − Πext(x, ϕ)} .
(41)
Notice that following a similar procedure to that in Reference [46], it
would be possible to define two partial and a total Legendre-transformations
of the isochoric internal energy functional Wˆ (V) in the above three mixed
variational principles ΠWNI (38), ΠWNIC , (40) and ΠWI (41). This would lead
to the definition of nine additional mixed variational principles (three for each
of the aforementioned variational principles, namely ΠWNI (38), ΠWNIC , (40)
and ΠWI (41)) in terms of the extended Helmholtz’s, Gibb’s and enthalpy
energy functionals (refer to Section 4.6 in Reference [46] for a definition of
these energy functionals).
4. Convexification (stabilisation) of materially unstable invariants
For isotropic materials, the isochoric component of the extended internal
energy W is typically represented [11, 12, 15] as
Wˆ (F ,H , J,D0,d) = wˆ(IIF , IIH , J, IID0 , IId, IIh), (42)
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where h = HD0. Unfortunately, since h is not included in the extended set
V , the invariant IIh is not convex multi-variable itself. Moreover, consid-
eration of the specific convexity restrictions for the isochoric representation
of the second argument in above equation (42), namely IIHˆ (see Reference
[40] in the context of pure elasticity and the second term on the right hand
side of equation (15)) enables us to conclude that the isochoric component
of the internal energy Wˆ must be represented based on a suitable convex
multi-variable combination of the following arguments, namely
Wˆ (F ,H , J,D0,d) = w
(
IIFˆ , (IIHˆ)
3/2 , 1, IID0 , IIdˆ
)
. (43)
As pointed out in Reference [1], not every possible combination of the
convex multi-variable invariants in (43), namely IIFˆ , (IIHˆ)
3/2, IID0 and IIdˆ
will result in a convex multi-variable energy functional according to (6).
Following the work of Gil and Ortigosa [1] in the context of compressible
convex multi-variable electromechanics, two regularisation techniques based
on the convexification of a priori non convex multi-variable isochoric invari-
ants will be presented in this Section.
4.1. Stabilisation example 1
In this section, the following non-convex multi-variable isochoric invari-
ants will be considered
W1 = (IIFˆ )
m1 IID0 ; W2 = (IIHˆ)
3m2/2 IID0 , (44)
where m1 ≥ 1 and m2 ≥ 1. Following the ideas in Reference [1], it is possi-
ble to show that even the one-dimensional representations of the invariants
W1 and W2 in above equation (44) do not satisfy the required convexity
conditions to guarantee material stability for the entire range of stretches
λ and electric displacements D0. A suitable convex multi-variable isochoric
invariant combination is
Wˆ (F ,H , J,D0,d) =α
(
(IIFˆ )
m1 + γ2IID0
)2︸ ︷︷ ︸
W
FˆD0
(F ,J,D0)
+β
(
(IIHˆ)
3m2/2 + γ2IID0
)2
︸ ︷︷ ︸
W
HˆD0
(H,J,D0)
+f(Fˆ , Hˆ ,D0, dˆ),
(45)
with α, β and γ7 positive material parameters and f(Fˆ , Hˆ ,D0, dˆ), a convex
function of the elements of the extended set V . Appropriate values for α, β
7The material parameter γ is employed for re-scaling purposes.
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and γ and suitable functions f must be such that, at the initial configura-
tion, the stress vanishes, the Hessian operator (22) is positive definite and
material characterisation can be carried out against available data. Since
f is convex multi-variable and α and β are positive material parameters,
sufficient conditions to ensure the multi-variable convexity of the functional
(45) are the convexity of the energy contributions WFˆD0 with respect to its
arguments {F , J,D0} and WHˆ,D0 with respect to its arguments {H , J,D0}
(refer to equation (45)). Proof of convexity of WFˆD0 and WHˆ,D0 with respect
to {F , J,D0} and {H , J,D0} can be found in Appendix C.1.
4.2. Stabilisation example 2
The stabilisation of the non-convex multi-variable isochoric invariant hˆ =
HˆD0 inherits the same convex restrictions as the isochoric component of
the co-factor Hˆ (see Reference [40] in the context of pure elasticity and the
second term on the right hand side of equation (15)). Hence, although it
might be tempting to propose the following invariant regularisation
WˆHˆD0 = II
2
Hˆ
+ γ2IIhˆ + γ
4II2D0 , (46)
the resulting invariant WˆHˆD0 is not convex multi-variable. Alternatively, a
suitable definition of the invariant WˆHˆD0 complying with the multi-variable
convexity condition in equation (6) is proposed as
Wˆ (F ,H , J,D0,d) =α
[
II3
Hˆ
+mγ2II
3/2
hˆ
+ γ4II3D0
]
︸ ︷︷ ︸
Wˆ
HˆD0
(H,J,D0)
+f(Fˆ , Hˆ ,D0, dˆ),
(47)
with m ∈ (0, 0.053)8 and with α, β and γ9 positive material parameters
and f a convex multi-variable function. A sufficient condition to ensure
the multi-variable convexity of the functional (47) is the convexity of the
energy contribution WˆHˆD0 with respect to its arguments {H , J,D0} (refer
to equation (47)). Proof of convexity of WˆHˆD0 with respect to {H , J,D0}
can be found in Appendix C.2.
8Appendix C.2 shows that a value of m within the interval m ∈ (0, 0.053) satisfies the
multi-variable convexity of the resulting invariant.
9The material parameter γ is employed for re-scaling purposes.
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5. Finite Element computational implementation
This Section presents the finite element implementation of the variational
principles ΠΦNIC (35), ΠΦI (37), ΠWNIC (40) and ΠWI (41), presented in
Section 3.
5.1. Finite Element implementation of standard displacement and electric
potential based formulation. Stabilised linear tetrahedron finite element
The finite element implementation of the variational principle ΠΦNIC (35)
will be discussed in this Section. The same results would be obtained for
the variational principle ΠΦI (37) whereby the complementary energy needs
to be particularised to Γ(p) = −p. In this case, we consider a discretisation
where geometry, electric potential and pressure fields are interpolated using
linear tetrahedral elements in terms of the same standard shape functions
Na as
x =
4∑
a=1
xaNa; ϕ =
4∑
a=1
ϕaNa; p =
4∑
a=1
paNa. (48)
Unfortunately, the resulting choice of interpolation spaces does not satisfy
the LBB condition and leads to unstable solutions [67]. The classical solution
to this problem is to introduce Petrov-Galerkin stabilisation [53, 60, 64, 91].
Following the work by Bonet et al. [46] in the context of polyconvex elasticity,
such stabilisation entails a redefinition of the virtual velocity and pressure
fields as
δust = δu− τv (Hx∇0δp) ; δpst = δp− τp (Hx : ∇0δu) . (49)
The stabilisation parameter τp has the same units as an elastic constant
and τv is defined following [91], namely τv =
αh2
2µ
, where µ is an elastic
constant, h is the mesh size and α, a non-dimensional stabilisation parameter,
typically ranging from 0 to 0.1.
The discrete stationary conditions of the variational principle ΠΦNIC (35)
with respect to virtual changes in the geometry, electric potential and pres-
sure (i.e. equilibrium, Gauss law and incompressibility constraint) are
DΠstΦNIC [δu] =
4∑
a=1
Rax · δua; DΠstΦNIC [δϕ] =
4∑
a=1
Raϕδϕ
a; DΠstΦNIC [δp] =
4∑
a=1
Rapδp
a,
(50)
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with the associated residuals Rax, R
a
ϕ and R
a
p defined as
Rax =
∫
V
P stNIC∇0Na dV −
∫
V
f 0Na dA−
∫
∂tV
t0Na dV ;
Raϕ =
∫
V
D0,ϕ ·∇0Na dV −
∫
V
ρ0Na dV −
∫
∂ω
ω0 dA;
Rap =
∫
V
Na
(
Jx +
∂Γ(p)
∂p
)
dV −
∫
V
τv dV (Hx∇0Na) · (Hx∇0p) dV ,
(51)
where the stabilised first Piola-Kirchhoff stress tensors is defined as
P stNIC = Px + τp
(
Jx +
∂Γ(p)
∂p
)
Hx, (52)
with Px is additively decomposed in terms of its deviatoric and volumetric
contributions as in equations (29)a and (29)b, respectively.
The stiffness matrices arising from the variational principle ΠΦNIC (35)
emerge as
D2ΠΦNIC [δu, δϕ; δp;u; ∆ϕ; ∆p] =
δuδφ
δp
T Kxx Kxϕ KxpKϕx Kϕϕ 0
Kpx 0 Kpp
 u∆φ
∆p
 .
(53)
The expressions for the non-zero blocks in the stiffness matrix defined in
equation (53) are presented below. The diagonal component Kxx in above
equation can be broken down into four components: a constitutive compo-
nent associated to the isochoric stress contribution denoted as KΦˆ, a vol-
umetric component Kp, an initial stress term K0 and a contribution from
geometric derivative of the stabilisation term Kτp as
Kxx =
(
KΦˆ +Kp +K0 +Kτp
)
. (54)
The constitutive component of the isochoric contribution of the Helmhotz’s
energy functional Φˆ gives
δua ·KabΦˆ ub =
∫
V
(δua ⊗∇0Na) : Cˆ∗ : (ub ⊗∇0Nb) dV , (55)
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with Cˆ∗ defined in (32) and in (B.3) in terms of the components of the Hessian
operator of the internal energy eˆ(∇0x,D0). Following References [1, 46], it
is possible to obtain both contributions K0 and Kτp as[
Kabp
]
ij
= Eijk
[
kabp
]
k
;
[
Kab0
]
ij
= Eijk
[
kab0
]
k
(56)
with
kabp =
∫
V
pF x (∇0Na ×∇0Nb) dV ;
kab0 =
∫
V
τp
(
Jx +
∂Γ(p)
∂p
)
Fx (∇0Na ×∇0Nb) dV .
(57)
Following Reference [46], it is possible to show that the last contribution
of the stiffness Kxx, i.e, Kτp is defined as
Kabτp =
∫
V
τp (Hx∇0Na)⊗ (Hx∇0Nb) dV (58)
The off-diagonal termKxϕ (and similarly its symmetric counterpartKϕx,
Kϕx = Kxϕ) yields
δua ·Kabxϕ∆ϕ =
∫
V
(ua ⊗∇0Na) : P :
(
ϕb∇0N b
)
dV , (59)
with P defined in equation (32). The diagonal stiffness Kϕϕ is obtained as
Kϕϕ = −
∫
V
∇0Na · ε∇0Nb dV , (60)
with the dielectric tensor defined in equation (32). The off-diagonal stiffness
contribution Kxp gives
Kabxp =
∫
V
NbHx∇0Na dV . (61)
Following Reference [46], the last off-diagonal stiffness contribution, namely
Kpx can be additively decomposed as
Kpx = KJ −KH , (62)
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with
KabJ =
∫
V
NaHx∇0Nb dV ;
KabH =
∫
V
τv [(Hx∇0Na ⊗∇0p) Fx + (Hx∇0p⊗∇0Na) Fx]∇0Nb dV .
(63)
The last stiffness contribution, i.e, Kpp is finally obtained as
Kabpp =
∫
V
NaNb
∂2Γ(p)
∂p2
dV −
∫
V
τv (Hx∇0Na) (Hx∇0Nb) dV . (64)
Notice that for the variational principle ΠΦI (37), the first term on the
right hand side of above equation (64) would vanish as Γ(p) = −p.
5.2. Finite element implementation twelve-field extended Hu-Washizu formu-
lation
The finite element implementation of the variational principle ΠWNIC (40)
will be discussed in this Section. The same results would be obtained for the
variational principle ΠWI (41), whereby the complementary energy needs to
be particularised to Γ(p) = −p. For notational convenience, the following set
q of variables is introduced
q = {x, ϕ,Y ,ΣY ,D0, p}, (65)
where the sets Y and ΣY are
Y = {F ,H , J,d}; ΣY = {ΣF ,ΣH , ΣˆJ ,Σd}. (66)
Virtual and incremental variations of the elements in the sets Y and ΣY
in above equation (66) are denoted as
δY = {δF , δH , δJ, δΣD0}; δΣY = {δΣF , δΣH , δΣˆJ , δΣd};
∆Y = {∆F ,∆H ,∆J,∆Σd}; ∆ΣY = {∆ΣF ,∆ΣH ,∆ΣˆJ ,∆Σd}.
(67)
The implementation of the variational principle ΠWNIC (40) is based on a
finite element partition (tesellation) of the domain V (representing an electro
active polymer in its initial configuration) into a set of elements. Inside each
23
element, the problem variables q (refer to equations (65) and (66)) can be
interpolated in terms of a set of nodal shape functions as
x =
nx∑
a=1
xaN
x
a ; ϕ =
nϕ∑
a=1
ϕaN
ϕ
a ; Y =
nY∑
a=1
YaNYa ;
ΣY =
nΣY∑
a=1
ΣYaN
ΣY
a ; D0 =
nD0∑
a=1
D0aN
D0
a ; p =
np∑
a=1
paN
p
a ,
(68)
where a denotes the nodes used in the interpolation of the above variables
and n(•) denotes the number of nodes associated to the variable (•). The
choice of interpolation spaces for the different variables considered will be
described in Section 6.
The directional derivatives of the variational principle ΠWNIC (40) with re-
spect to geometry x, electric potential ϕ and the additional unknown fields Y ,
ΣY andD0 (and their discretisations), namelyDΠWNIC [δu, δϕ, δY , δΣY , δD0],
have been presented in References [1, 2] in the context of compressible elec-
tromechanics. The only difference with respect to the formulation presented
in References [1, 2] resides on the additive decomposition of the first Piola-
Kirchhoff stress tensor (refer to equation (13)), featuring in the directional
derivative with respect to geometry.
The directional derivatives of the variational principle ΠWNIC (40) with
respect to virtual variations of the pressure (not considered in References
[1, 2]) can be expressed as
DΠWNIC [δp] =
∫
V
δp
(
Jx +
∂Γ(p)
∂p
)
dV . (69)
The discretised expression for the above stationary condition (69) is
DΠWNIC [δp] =
np∑
a=1
Rapδp
a, (70)
where the residual Rap is defined as
Rap =
∫
V
Npa
(
Jx +
∂Γ(p)
∂p
)
dV . (71)
24
The stiffness matrices emerging after linearisation and discretisation of
the variational principle ΠWNIC (40) emerge as
D2ΠWNIC [δq; ∆q] =

δu
δφ
δY
δΣY
δD0
δp

T 
Kxx 0 0 KxΣY KxD0 Kxp
0 0 0 0 KϕD0 0
0 0 KYY KYΣY KYD0 0
KΣYx 0 KΣYY 0 KΣYD0 0
KD0x KD0ϕ KD0Y KD0ΣY KD0D0 0
Kpx 0 0 0 0 Kpp


u
∆φ
∆Y
∆ΣY
∆D0
∆p
 ,
(72)
where the expressions for the stiffness matrices within the upper left 5 × 5
block have been presented in Reference [2]. The off-diagonal contributions
Kxp and Kpx in above (72) for the variational principle ΠWNIC (40) yields
Kabxp =
∫
V
NpbHx∇0Nxa dV ; Kabpx =
(∫
V
NpaHx∇0Nxb dV
)T
. (73)
Finally, the Kpp contribution in above (72) can be expressed as
Kabpp =
∫
V
NpaN
p
b
∂2Γ(p)
∂p2
dV . (74)
6. Representative numerical examples
The objective of this section is to compare the behaviour of the different
mixed formulations presented in this paper. Regarding the mixed variational
principles ΠWI (41) and ΠWNIC (40), two Finite Element discretisations have
be used, named as MWˆF and MWˆF+. For both formulations, a tetrahe-
dral Finite Element has been used with piecewise linear (discontinuous) in-
terpolation for the fields {F ,ΣF ,H ,ΣH ,D0,d,Σd}. Moreover, a quadratic
continuous interpolation of the electric potential field ϕ and linear contin-
uous interpolation of the pressure field has been considered in both MWˆF
and MWˆF+ discretisations. The differentiating element resides in the use
of quadratic continuous interpolation for the geometry and constant inter-
polation of the fields {J, ΣˆJ} for the MWˆF discretisation. Notice that the
constant interpolation of the fields {J, ΣˆJ} leads to a non-optimum order of
convergence for the different fields involved in the formulation [2].
Alternatively, in order to preserve the optimum order of convergence,
the MWˆF+ considers a quadratic continuous interpolation of the geometry
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enriched with four cubic bubble functions added at the barycentre of each
face of the tetrahedron and a quartic bubble function added at the barycentre
of the tetrahedron itself. Additionally, a linear discontinuous interpolation
of the fields {J, ΣˆJ} is considered in this discretisation. Notice that the
resulting element is an extension of the classical P2+P1 Crouzeix-Raviart
element [92], typically used in u− p formulations
Regarding the three-field mixed variational principles ΠΦNIC (35) and
ΠΦI (37), three possible discretisations have been considered. The first one,
denoted as P2P1, considers a tetrahedral Finite Element where a quadratic
continuous interpolation of the geometry and the electric potential field is
considered. Furthermore, a continuous linear interpolation of the pressure
field is used. Notice that the resulting element is an extension of the classical
P2P1 Taylor-Hood [92] element used in incompressible elasticity. The second
possible discretisation has been denoted as B-bar. In this case, a hexahedral
Finite Element where a trilinear continuous interpolation of the geometry
and the electric potential field is used. The pressure field is constant within
every element. The resulting element is an extension of the classical B-bar
element used in incompressible elasticity [67]. Finally, the last discretisation
used for the three-field formulation has been denoted as P1P1. In this case,
a tetrahedral Finite Element where a linear continuous interpolation of the
three unknown fields stabilised according to Section 5.1 has been employed.
Table 2 shows a helpful schematic representation of the different Finite
Element spaces employed for the discretisation of the different mixed varia-
tional principles considered.
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Variational principles ΠWNIC and ΠWI
MWˆF
x P2
ϕ P2
{F ,ΣF } P1D
{H,ΣH} P1D
{J, ΣˆJ} P0
D0 P1D
{d,Σd} P1D
p P1
MWˆF+
x P2+
ϕ P2
{F ,ΣF } P1D
{H,ΣH} P1D
{J, ΣˆJ} P1
D0 P1D
{d,Σd} P1D
p P1
Discretisations
Mixed variational principles ΠΦNIC and ΠΦI
P2P1
x P2
ϕ P2
p P1
B-bar
x Q1
ϕ Q1
p P0
P1P1
x P1
ϕ P1
p P1
Figure 2: Different Finite Element spaces employed for the discretisation of
the mixed variational principles ΠWNIC (40) and ΠI (41) and for the three-
field mixed variational principles ΠΦNIC (35) and ΠΦI (37). The superscript
+ denotes the use of stabilising bubble functions. The superscript D denotes
the use of element by element discontinuous interpolation spaces.
6.1. Convergence of the proposed formulation
The objective of this example is to demonstrate the p-order of accuracy
of the different mixed formulations, as a function of the chosen finite element
approximation spaces. The constitutive model considered is based on the
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following nearly incompressible convex multi-variable expansion
Wsimple = µ1J
−2/3IIF + µ2J−2II
3/2
H +
κ
2
(J − 1)2 + 1
2ε1
J−2/3IId +
1
2ε2
IID0 .
(75)
Notice that the material parameters in above constitutive model corre-
spond to a shear modulus µ, bulk modulus κ0 and electric permittivity ε in
the reference configuration of,
µ = 2µ1 + 3
√
3µ2; κ0 = κ;
1
ε
=
1
ε1
+
1
ε2
. (76)
The material parameters in (75) are presented in Table 1, which corre-
spond to a shear modulus of µ = 4.5Pa, a Poisson ratio of ν = 0.49 and an
electric permittivity of ε = 1.
µ1 (Pa) µ2 (Pa) κ (Pa) ε1 (N/V
2) ε2 (N/V
2)
1 1
2
228 2 2
Table 1: Material properties for example 6.1.
In order to study the p-order of convergence of the new mixed Finite
Element formulations, the analysis of an ad-hoc test problem is carried out.
This problem has been presented in Reference [2] in the context of com-
pressible electro-elasticity. The problem is constructed so that smoothness
of the solution is guaranteed. For that purpose, the following simple exact
fields associated to the deformed or Eulerian configuration x and the electric
potential ϕ are considered
xexact = X +
AX31BX32
CX33
 ; ϕexact = ϕ0X31 , (77)
where the superscript in (77) is used to denote the exact solution with A =
0.01, B = 0.02, C = 0.03 and ϕ0 = 10
−4. The deformation gradient tensor
(F exact = ∇0xexact) and the Lagrangian electric field (Eexact0 = −∇0ϕexact)
are obtained as
F exact =
1 + 3AX21 0 00 1 + 3BX22 0
0 0 1 + 3CX23
 ; Eexact0 = −
3ϕ0X210
0
 .
(78)
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The remaining variables defining multi-variable convexity, namely {H , J,D0,d}
need to be obtained for the smooth displacement and electric potential fields
in equation (77). Particularisation of equation (1) for the smooth fields in
(77) enables Hexact and Jexact to be obtained as
Hexact =
1
2
F exact F exact; Jexact =
1
3
Hexact : F exact. (79)
Particularisation of equation (12)b to the constitutive model in equation
(75) leads to
1
ε2
Dexact0 +
1
ε1
(
F exact
)T
dexact = Eexact0 . (80)
Making use of the relationship dexact = F exactDexact0 in (80) results in the
final expression of the Lagrangian electric displacement field Dexact0 as(
1
ε2
I +
1
ε1
Cexact
)
Dexact0 = E
exact
0 ⇒Dexact0 =
(
1
ε2
I +
1
ε1
Cexact
)−1
Eexact0 .
(81)
where Cexact is the right Cauchy-Green tensor. Once all the elements of the
set Vexact have been determined, it is possible to obtain the set of exact work
conjugates ΣexactV via equation (12). Moreover, the hydrostatic pressure asso-
ciated to the constitutive model in equation (75) for the smooth displacement
field in equation (77) is obtained as
pexact = κ
(
Jexact − 1) . (82)
The associated volumetric force and electric charge in mechanical and
electrical equilibrium with the exact first Piola Kirchhoff stress tensor P exact
and exact Lagrangian electric displacement field Dexact0 are determined from
equations (5) and (3a), respectively as
f 0(x
exact, ϕexact) = −DIVP exact; ρ0(xexact, ϕexact) = DIVDexact0 , (83)
where Dexact0 has been obtained in (81) and where P
exact can be obtained
after application of equation (12)a. The analytical traction per unit unde-
formed area t0 and electric surface charge per unit undeformed area ω0 in
the boundary of the dielectric elastomer associated to the smooth fields in
equation (77) is obtained as
texact0 = P
exactN ; ωexact0 = −Dexact0 ·N , (84)
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where N represents the normal vector in the boundary of the dielectric elas-
tomer.
It is then that the rate of convergence of the different variables {x, ϕ,V ,ΣV , p}
to their analytical counterparts, namely {xexact, ϕexact,Vexact,ΣexactV , pexact}
can be studied. For that purpose, a computational domain corresponding to
a cube such that 0 ≤ X1 ≤ 1, 0 ≤ X2 ≤ 1 and 0 ≤ X3 ≤ 1 is initially discre-
tised with (2×2×2)×6 tetrahedral elements and, subsequently, h-refinement
is carried out generating a total of four discretisations. The convergence of
these variables is studied for the MWˆF+ (using three discretisations), the
B-bar (using three discretisations) and the stabilised P1P1 (using a total
of four discretisations) Finite Elements.
Neumann boundary conditions are applied in the faces X3 = 0 and X3 =
1, where the analytical traction and surface electric charge texact0 and ω
exact
0
(refer to (84)) are applied. In the reminder faces of the cube, Dirichlet
boundary conditions complying with the analytical fields xexact and ϕexact
(refer to (84)) are applied.
The L1 norm of the error for a particular component of the fields x, F ,
H , J , D0, d, ΣF , ΣH , ΣˆJ , ΣD0 and Σd is investigated for the MWˆF, the
B-bar and the P1P1 elements.
Figure 3 shows the order of accuracy of the different unknown variables
for the different mixed formulations. Figures 3(a), (c) and (e) display the con-
vergence of the variables {x,F ,H , J,D0,d} for the MWˆF+, the B-bar and
the P1P1 elements whereas Figure 3(b), (d) and (f) display the convergence
of the variables {ΣF ,ΣH , ΣˆJ ,ΣD0 ,Σd, p} for the those Finite Elements. The
expected order of convergence is obtained for the different Finite Elements
employed. It is worthwhile emphasising that the linear interpolation of both
conjugate pairs {J,ΣJ} and the addition of bubble functions for the interpo-
lation of the geometry preserves the expected p+ 1 order of convergence for
the MWˆF+ element. Finally, as expected, the rate of convergence for the
pressure is the same as that for the geometry and the electric potential in
the stabilised P1P1 formulation.
Finally, for completeness, the quadratic convergence of the Newton-Raphson
algorithm is displayed in Figure 4.
6.2. Bending actuator applications
The objective of this section is to compare the solution obtained with
the different formulations described above in scenarios where the applica-
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Figure 3: Convergence of the different formulations: order of accuracy of
different strain, stress and electric magnitudes for the mixed formulations.
Order of accuracy of the variables {x, ϕ,F ,H , J,D0,d} for (a) the MWˆF+
formulation, (c) the B-bar formulation and (e), the P1P1 formulation. Or-
der of accuracy of the variables {ΣF ,ΣH , ΣˆJ ,ΣD0 ,Σd, p} for (b) MWˆF+
formulation, (d) the B-bar formulation and (f), the P1P1 formulation. Con-
stitutive model in equation (75).
31
1 2 3 4
−14
−12
−10
−8
−6
−4
−2
0
Iteration number
lo
g
1
0
(R
e
s
id
u
a
l)
Figure 4: Quadratic convergence of the Newton-Raphson algorithm.
tion of an electric field on the electro active material leads to bending-type
deformations.
6.2.1. Bending actuator configuration 1
The objective of this example is to compare the solution obtained with
the different formulations described in the introduction of this section. In
particular, the MWˆF, the P2P1, the B-Bar and the P1P1 Finite Elements
will be compared.
This example considers the actuation device with geometry and bound-
ary conditions described in Figure 5, where the application of an electric
potential of ϕ = 0V at X3 = 0.25m and a surface electric charge per unit
undeformed area ω0 at X3 = 0m leads to a bending-type deformation around
the axis OX2 (refer to Figure 5). The deformation of the dielectric elastomer
is constrained at both X2 = 0m and X2 = 2m in the direction parallel to the
axis OX2 and completely constrained at X1 = 0m. Finally, all the degrees of
freedom for the displacement field are completely constrained at X1 = 0m.
The constitutive model used in this example is that of a simple incom-
pressible ideal dielectric elastomer (with no electrostrictive effects), where the
mechanical contribution of the electromechanical internal energy has been
32
Electrodes
Dielectric elastomer
Figure 5: Bending actuator configuration 1: Electrical boundary conditions.
a = 10m, b = 10m and c = 0.5m.
chosen as that of an incompressible Mooney-Rivlin, shown in equation (15).
The material parameters for this model are
η =
µ
4
; γ =
µ
6
√
3
; ε = 4.68ε0, (85)
with the shear modulus in the reference configuration defined as µ = 105 Pa
and with a Poisson ratio of ν = 0.5. Hence a fully incompressible scenario is
considered in this particular example.
Figure 6 presents a comparison for the MWˆF, P2P1, B-bar and P1P1
Finite Elements for the Jacobian variable J , the hydrostatic pressure p and
the electric displacement field D01 . All the results in this Figure have been
obtained for the same value of the applied surface electric charge ω0. A value
of α = 0.1 has been chosen for the stabilisation parameter (refer to equa-
tion (49)) in order to eliminate the presence of spurious pressure oscillations
for the P1P1 element. Nevertheless, it is well known that this formulation
suffers an additional shortcoming in bending dominated scenarios, namely
bending locking [57, 60]. However, h-refinement across the thickness of the
domain alleviates this shortcoming. A post-processing nodal average of the
pressure (pressure smoothing) has been applied for the B-bar element, yield-
ing a qualitatively good agreement between all the formulations for the three
variables considered. It is worthwhile emphasising that regarding the Ja-
cobian variable J (left column of above Figure 6), only in Figure 6(a) this
variable J is an unknown of the problem, as this result corresponds to the
MWˆF element, which considers a constant interpolation of J and its work
conjugate ΣJ .
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(a) (b) (c)
(d) (e) (f)
(g) (h) (i)
(j) (k) (l)
Figure 6: Bending actuator configuration 1. Contour plot of the Jacobian
J (left column), hydrostatic pressure p (centre column) and the electric dis-
placement field component D01 for (a), (b), (c) the MWˆF element; (d), (e),
(f) the P2P1 element; (g), (h), (i) the B-bar element and (j), (k), (l), the
P1P1 element. Incompressible model in equation (15). Results obtained for
a value of the applied surface electric charge of ω0 = 1.5× 10−3Q/m2 using
a discretisation of (20×20×2)×6 elements for the MWˆF and P2P1 Finite
Elements; 40× 40× 4 for the B-bar element and (100× 40× 4)× 6 for the
P1P1 element.
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(a) (b)
(c) (d)
Figure 7: Bending actuator configuration 1. Comparison of results for the
B-bar element: (a) without a posteriori pressure smoothing for 20× 20× 2
elements; (b) with a posteriori pressure smoothing for 20× 20× 2 elements;
(c) without a posteriori pressure smoothing for 40 × 40 × 4 elements; with
a posteriori pressure smoothing for 40 × 40 × 4 elements. Incompressible
constitutive model in equation (15). Results obtained for a value of the
applied surface electric charge of ω0 = 2× 10−3Q/m2.
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(a) (b) (c)
(d) (e) (f)
(g) (h) (i)
(j) (k) (l)
Figure 8: Bending actuator configuration 1. Contour plot of the pressure p
with the MWˆF element for an applied surface electric charge ω0 = λ× (3×
10−3)Q/m2, for a value of the accumulated factor λ of: (a) λ = 0.107, (b)
λ = 0.146, (c) λ = 0.218, (d) λ = 0.272, (e) λ = 0.317, (f) λ = 0.359, (g)
λ = 0.437, (h) λ = 0.513, (i) λ = 0.593, (j) λ = 0.636, (k) λ = 0.659 and (l)
λ = 0.683. Incompressible model in equation (15) using a discretisation of
(20× 20× 2)× 6 elements. 36
Very interestingly, Figure 7 illustrates the presence of pressure modes
associated with the B-bar element in the context of a coupled electro-
mechanical problem. Figure 7(a) shows the contour plot of the pressure
variable p obtained with this formulation when pressure smoothing10 is not
considered, hence, displaying a constant value of the pressure for every el-
ement of the computational domain. It can be observed that there some
oscillations in the pressure field which could indicate the presence of a mode.
However, 7(b) shows the contour plot of p when pressure smoothing is ap-
plied at the post-processing level. Both Figures, namely 7(a) and 7(b) have
been obtained for a coarse discretisation.
In order to corroborate the presence of the pressure mode, a fine mesh
has been considered in both Figures 7(c) and 7(d). Figure 7(a) shows the
contour plot of the pressure variable p obtained with this formulation when
pressure smoothing is not considered. Clearly, the pressure field shows spu-
rious oscillations which are now exacerbated in comparison to the coarser
discretisation showed in Figure 7(a). Figure 7(d), clearly shows that pres-
sure smoothing helps alleviating this detrimental feature associated to the
B-bar element.
Finally, Figure 8 displays the contour plot of the pressure and the evolu-
tion of the deformation of the dielectric elastomer as the value of the applied
surface electric charge ω0 increases, leading to the final extremely large de-
formation shown in Figure 8(l). These results have been obtained with the
MWˆF element.
6.2.2. Bending actuator configuration 2
In this section, the electrical boundary conditions, depicted in Figure
9, are different to those described in the previous example in Section 6.2.1,
leading to a more complicated electrically deformation pattern. A fixed value
of the electric potential of ϕ = 0V is prescribed at X3 = 0.25m. Then,
equal values of the applied surface electric charge per unit undeformed area
ω0 are applied in the region 0m ≤ X1 ≤ 5m at X3 = 0m and in the region
5m ≤ X1 ≤ 10m at X3 = 0.5m. The deformation of the dielectric elastomer
is completely constrained at X1 = 0m and the deformation in the direction
parallel to the axis OX2 is constrained at X2 = 0m.
10The pressure smoothing is carried out by averaging each of the constant pressure
element contributions associated with a particular node of the Finite Element mesh.
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The constitutive model considered in this example corresponds to an in-
compressible electrostrictive dielectric elastomer, with an electromechanical
internal energy defined as
Wˆ = µ1J
−2/3IIF + µ2J−2II
3/2
H +
J−2/3
2ε1
IId +
1
2
IID0
+ µeJ
−4/3
(
II2F +
2
µeεe
IIF IId +
1
µ2eε
2
e
II2d
)
.
(86)
Electrodes
Electrodes
Electrodes
Electrodes
Figure 9: Bending actuator configuration 2: Electrical boundary conditions.
a = 10m, b = 2m and c = 0.5m.
Notice that the above constitutive model is convex multi-variable in the
sense described in equation (6). The last invariant in above equation (86)
accounts for electrostrictive and electric saturation effects (refer to References
[1, 2]). Notice that this invariant includes the non-convex multi-variable
invariant IIF IId, which has been stabilised via the convexification strategy
described in Section 4.1.
The constitutive model described by the energy functional in (86) repre-
sents a generalisation of the electrostrictive convex multi-variable constitutive
model proposed by Gil and Ortigosa in References [1, 2] to the context of
nearly and fully incompressible electro-elasticity. In this model, the mate-
rial parameters µ1, µ2 and µe are elastic parameters (N/m
2) and both ε1
and εe are electric parameters with units (N/V
2). Particularisation of the
deviatoric elasticity tensor Cˆ and the dielectric tensor θ in equations (19),
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(A.2) and (A.9) to the reference configuration, namely F = H = I, J = 1
and d = D0 = 0, enables the material parameters in (86) to be related to
the shear modulus and dielectric permittivity of the material in the reference
configuration, namely µ and ε as
2µ1 + 3
√
3µ2 + 4µe = µ;
1
ε1
+
1
ε2
+
12
εe
=
1
εrε0
, (87)
with µ = 105 Pa and εr = 4.68. Following Reference [1], the amount of
electrostriction and electric saturation can be controlled via two auxiliar pa-
rameters, namely fe and fs, respectively defined as
ε1 = feε; 12µe = fsµ. (88)
The value of the material parameters chosen for this particular example
are shown in Table 2.
µ1 (Pa) µ2 (Pa) ε1 (N/V
2) (ε2)
−1 (V 2/N) fe fs
0.225µ 0.5µ1 4.68ε0 0 1.0515 0.0996
Table 2: Material properties for example 6.2.2. Parameters fe and fs defined
in equation (88), respectively.
Figure 10 presents a comparison for the MWˆF, P2P1, B-bar and P1P1
Finite Elements for the Jacobian variable J , the hydrostatic pressure p and
the electric displacement field D01 . All the results in this Figure have been
obtained for the same value of the applied surface electric charge ω0. A value
of α = 0.1 has been chosen for the stabilisation parameter (refer to equation
(49)) for the P1-P1 formulation. A post-processing nodal average of the
pressure (pressure smoothing) has been applied for the B-bar formulation,
yielding a qualitatively good agreement between all the formulations for the
three variables considered, except for the P1P1 element, strongly affected by
bending locking. It is worthwhile emphasising that regarding the Jacobian
variable J , it is the MWˆF element whose contour plot distribution whose
extreme values are closer to 1. Notice that irrespectively of the element
considered, the incompressibility condition is satisfied in a weak sense. Hence,
it is not expected to obtain a distribution for the Jacobian variable exactly
equal to one at each gauss node of the computational domain.
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(a) (b) (c)
(d) (e) (f)
(g) (h) (i)
(j) (k) (l)
Figure 10: Bending actuator configuration 2. Contour plot of Jacobian vari-
able J (left column), hydrostatic pressure p (center column) and the electric
displacement field component D01 for (a), (b), (c) the MWˆF formulation;
(d), (e), (f) the P2P1 element; (g), (h), (i) the B-bar formulation and (j),
(k), (l), the P1P1 element. Incompressible constitutive model in equation
(86). Results obtained for a value of the applied surface electric charge of
ω0 = 3× 10−3Q/m2. Results for a discretisation of (20× 4× 2)× 6 elements
for the MWˆF and P2P1 elements; 40 × 8 × 4 for the B-bar element and
(100× 8× 4)× 6 for the P1P1 element.40
An additional objective of this example is the study of the influence of
the stabilisation parameter α (τv =
αh2
2µ
) in the stabilised P1P1 element.
Different values of the stabilisation parameters α are considered in Figure 11
for this formulation. The results for the pressure are then compared to the
more accurate P2P1 element for the same value of the applied surface electric
charge ω0. It is clear that for low values of α (Figure 11(a)), the pressure
contour shows spurious oscillations. For high values of α (Figure 11(e)),
excessive dissipative results are obtained. For this particular example, it
seems that the optimum value of the stabilisation parameter α which renders
comparable results to those of the P2P1 element (Figure 11(f)) is α = 0.05.
Finally, Figure 12 displays the contour plot of the pressure and the evolu-
tion of the deformation of the dielectric elastomer as the value of the applied
surface electric charge ω0 increases, leading to the final extremely large de-
formation shown in Figure 12(l). These results have been obtained with the
B-bar element.
6.3. Torsional actuator applications
The objective of this example is to observe how the behaviour of an
incompressible dielectric elastomer matrix can be modified when fibres are
introduced in a specific direction characterised by the unit normal vector N .
This example is exactly the same as example 5.4 described in Reference [2],
with the particularity that the material considered hereby is incompressible.
The geometry and boundary conditions and the arrangement of the fibres
(spherically parametrised) have been included in Figure 13 for the sake of
completeness.
In this example, we consider the same distribution of fibres in both
regions (unlike in Reference [2]) characterised by a preferred direction of
N =
[
0
√
2/2
√
2/2
]T
(ψ = pi/4, θ = pi/2). The material is incom-
pressible. The constitutive model is based on an additive decomposition
accounting for the matrix contribution and for the fibres. The matrix con-
tribution has been defined according to the energy functional in equation
(15) whereas the fibres contribution do not obey isochoric-volumetric split,
in agreement with the physically motivated argument in Reference [93]. The
convex multi-variable internal energy of the resulting constitutive model is
defined as
W = Wˆmatrix +Wfibre(F ,H , J,N ), (89)
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(a) (b) (c)
(d) (e) (f)
Figure 11: Bending actuator configuration 2. Contour plot of the hydrostatic
pressure p for the P1P1 element for a value of the stabilisation parameter
α of: (a) α = 0.0005, (b) α = 0.005, (c) α = 0.05, (d) α = 0.1, (e) α = 0.6,
(f) P2P1 element (for comparison purposes). Incompressible constitutive
model in equation (86). Fixed value of the surface electric charge per unit
undeformed area of ω0 = 3× 10−2Q/m2.
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(a) (b) (c)
(d) (e) (f)
(g) (h) (i)
(j) (k) (l)
Figure 12: Bending actuator configuration 2. Contour plot of the pressure
p with the B-bar (with pressure smoothing) element for an applied surface
electric charge ω0 = λ × (3 × 10−3)Q/m2, for a value of the accumulated
factor λ of: (a) λ = 0.236, (b) λ = 0.418, (c) λ = 0.556, (d) λ = 0.674,
(e) λ = 0.729, (f) λ = 0.785, (g) λ = 0.840, (h) λ = 0.897, (i) λ = 0.956,
(j) λ = 1.086, (k) λ = 1.158 and (l) λ = 1.239. Incompressible model in
equation (86) using a discretisation of 40× 8× 4 elements.
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Figure 13: Torsional actuator. (a) Geometry and boundary conditions. (b)
Arrangement of the fibres within the isotropic matrix. Illustration of spher-
ical parametrisation of the vector N in the region X2 > 0.
with Wmatrix defined as in (15) and with Wfibre(F ,H , J,N ) defined as
Wfibre(F ,H , J,N ) = µ3IIFN + µ3IIHN − 2µ3 ln J. (90)
Notice that for the above definition of the internal energy (89) and (90),
the Kirchhoff stress tensor associated fibre contribution will not be traceless.
Hence, this fibre contribution of the energy functional will contribute to the
pressure of the constitutive model. As a result, the variable p in the various
mixed variational principles described in Section 3 does not correspond to
the hydrostatic pressure for this case. Making use of the relationship be-
tween both the Cauchy stress tensor σ and the Kirchhoff stress tensor τ ,
namely σ = J−1τ and considering the definition of τ in equation (14), the
hydrostatic pressure for this particular example has to be computed as
ptotal = p+ J
−1
(
∂Wfibre
∂F
F T +
(
∂Wfibre
∂H
HT
)
I +
∂Wfibre
∂J
I
)
. (91)
Figure 14 presents a comparison for the MWˆF, P2P1, B-bar and P1P1
elements for the Jacobian variable J , the hydrostatic pressure p and the
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(a) (b) (c)
(d) (e) (f)
(g) (h) (i)
(j) (k) (l)
Figure 14: Torsional actuator. Contour plot of Jacobian variable J (left col-
umn), hydrostatic pressure p (center column) and the electric displacement
field component D01 for (a), (b), (c) the MWˆF element; (d), (e), (f) the
P2P1 element; (g), (h), (i) the B-bar element and (j), (k), (l), the P1P1
element. Incompressible constitutive model in equation (89). Results ob-
tained for a value of the applied surface electric charge of ω0 = 0.0024Q/m
2.
Results for a discretisation of (2 × 6 × 20) × 6 elements for the MWˆF and
P2P1 elements; 4× 8× 40 for the B-bar element and (4× 10× 80)× 6 for
the P1P1 element.
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(a) (b) (c)
(d) (e) (f)
(g) (h) (i)
(j) (k) (l)
Figure 15: Torsional actuator. Contour plot of the Eulerian electric field E2
with the P1P1 (with α = 0.1) element for an applied surface electric charge
ω0 = λ × (3 × 10−3)Q/m2, for a value of the accumulated factor λ of: (a)
λ = 0.295, (b) λ = 0.393, (c) λ = 0.485, (d) λ = 0.576, (e) λ = 0.673, (f)
λ = 0.779, (g) λ = 0.903, (h) λ = 1.055, (i) λ = 1.197, (j) λ = 1.318, (k)
λ = 1.430 and (l) λ = 1.562. Incompressible model in equation (89) using a
discretisation of 4× 10× 80 elements.
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electric displacement field D01 . All the results in this Figure have been
obtained for the same value of the applied surface electric charge ω0. A
value of α = 0.1 has been chosen for the stabilisation parameter (refer to
equation (49)) for the P1P1 element. A post-processing nodal average of
the pressure (pressure smoothing) has been applied for the B-bar element,
yielding a qualitatively good agreement between all the formulations for the
three variables considered.
Finally, Figure 15 displays the contour plot of the Eulerian electric field
variable E2 and the evolution of the deformation of the dielectric elastomer
as the value of the applied surface electric charge ω0 increases, leading to the
final extremely large deformation shown in Figure 15(l). These results have
been obtained with the stabilised P1P1 element.
7. Concluding remarks
This paper has presented an extension of the variational and computa-
tional convex multi-variable framework for large strain/large electric field
electro-elasticity developed by Gil and Ortigosa in References [1, 2, 2] to
nearly and truly incompressible scenarios. Following the ideas presented in
Reference [1], the authors have shown some convexification or stabilisation
techniques which enable to create convex multi-variable isochoric electrome-
chanical invariants by modifying a priori non-convex multi-variable isochoric
invariants.
Furthermore, an extended Hu-Washizu mixed variational principle and
its Finite Element computational implementation for nearly and truly in-
compressible scenarios has been presented in this work extending the ideas
of the authors in References [1, 2]. Additionally, a static condensation proce-
dure has been applied in order to condense out the element-wise extra fields,
leading to a computational cost comparable to that of the more standard
three-field displacement-potential-pressure mixed formulation.
The computational framework for the standard three-field mixed varia-
tional principle in nearly and truly incompressible scenarios has also been
presented within the context of multi-variable convexity. In addition, a
Petrov-Galerkin stabilisation technique has been applied on the three-field
formulation for the circumvention of the LBB condition, enabling the use
of linear tetrahedral finite elements for the interpolation of the unknowns of
the problem. Finally, a series of very challenging numerical examples have
47
been presented in order to provide an exhaustive comparison of the different
variational formulations and their different associated discretisations.
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Appendix A. Relationship between the Hessian operators of the
extended internal energy W (V) and that for the in-
ternal energy e(∇0x,D0)
The objective of this Section is to obtain a relationship between the de-
viatoric and volumetric components of the fourth order elasticity tensors Cˆ
and Cp (19), respectively, the third order piezoelectric tensor Q (19) and
the second order dielectric tensor θ (19) in terms of the components of the
Hessian operator HWˆ (22) and the first and second derivatives of the purely
volumetric component of the internal energy U(J).
Appendix A.1. Elasticity tensor
From equation (18), the second directional derivative of the internal en-
ergy e with respect to changes of the geometry can be obtained as
D2e [δu;u] = ∇0δu : Cˆ : ∇0u+∇0δu : Cp : ∇0u. (A.1)
Comparison of equations (A.1) and (20)a enables the deviatoric compo-
nent of the elasticity tensor Cˆ to be alternatively re-written in terms of the
derivatives of the electro-kinematic variable set V as
Cˆ = WˆFF + F
(
WˆHH F
)
+ WˆJJH ⊗H + C1
+ 2(WˆFH F )
sym + 2(WˆFJ ⊗H)sym + 2(WˆFd ⊗D0)sym
+ 2(
(
F WˆHJ
)
⊗H)sym + 2((F WˆHd)⊗D0)sym
+ 2(H ⊗ (WˆJd ⊗D0))sym +A,
(A.2)
where
AiIjJ = EijpEIJP
(
ΣH + ΣˆJF
)
pP
; ΣˆJ =
∂Wˆ
∂J
; C1,iIjJ =
(
Wˆdd
)
ij
D0ID0J .
(A.3)
Moreover, for any fourth order tensor T included in equation (A.2), the
symmetrised tensor T sym is defined as T symiIjJ = 12 (TiIjJ + TiJjI).
For the volumetric component of the elasticity tensor Cp, following a sim-
ilar procedure, comparison of equations (A.1) and (20)b enables the following
relationship for Cp in terms of the first and second derivatives of the volu-
metric energy U(J) to be obtained as
Cp = U ′′H ⊗H +B; BiIjJ = U ′(J)EijpEIJPFpP . (A.4)
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Appendix A.2. Piezoelectric tensor
From equation (18), the second directional derivative of the internal en-
ergy e with respect to changes in geometry and electric displacement field
leads to the following expression
D2e [δu; ∆D0] =
(∇0δu : QT ) ·∆D0. (A.5)
Comparison of equations (A.5) and (20)a allows to re-express the piezo-
electric tensor QT in terms of the elements of the set V as
QT = WˆFD0 + F WˆHD0 +H ⊗ WˆJD0 +QT1
+QT2 +QT3 +QT4 +QT5 + Σd ⊗ I.
(A.6)
where the expressions for the tensors QTi in above equation (A.6) are given
as (QT1 )iIJ =(WˆdD0)iJ D0I ; (A.7a)(QT2 )iIJ =(WˆFd)iIj FjJ ; (A.7b)(QT3 )iIJ =(F WˆHd)iIjFjJ ; (A.7c)(QT4 )iIJ =(H ⊗ WˆJd)iIjFjJ ; (A.7d)(QT5 )iIJ =(Wˆdd)ij FjJD0I . (A.7e)
Appendix A.3. Dielectric tensor
The second directional derivative of the internal energy e with respect
to changes in the electric displacement field can be identified from equation
(18) as
D2e [δD0; ∆D0] = δD0 · θ∆D0. (A.8)
Comparison of equations (A.8) and (20)a enables the inverse of the di-
electric tensor θ to be re-expressed in terms of the elements of the set V
as
θ = WˆD0D0 + (WˆD0dF + F
T WˆdD0) + F
T WˆddF . (A.9)
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Appendix B. Relationships between the Hessian operator of the
Helmholtz’s energy functional and that for the in-
ternal energy
When an explicit representation of the Helmholtz’s energy functional in-
troduced in Section 2.6, namely Φ(∇0x,−∇0ϕ) (27) is not available, the as-
sociated Hessian operators need to be obtained in terms of the components of
the Hessian operators associated to the internal energy function e(∇0x,D0),
by exploiting the partial Legendre transforms presented in equation (27), re-
spectively.
Following Gil and Ortigosa [2], the purely electric constitutive tensors ε
(32) and θ (19) can be related as
ε = θ−1. (B.1)
The expression relating the coupled contributions of both Hessian opera-
tors, namely P (32) and Q (19) yields
−PT = QT • ε, (B.2)
where the operation • in above (B.2) indicates the contraction of the last
and first components of the tensors on the left and right hand sides of the
operation symbol •, respectively. Finally, both deviatoric and volumetric
contributions of the mechanical component of the Hessian operator of the
Helmholtz energy, namely Cˆ? (19) can be obtained as
Cˆ? = Cˆ +Q •P ; C?p = Cp, (B.3)
with Cˆ and Cp defined in (19).
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Appendix C. Proof of convexity of stabilised invariants
Appendix C.1. Stabilisation strategy 1 in Section 4.1
Convexity of invariant WFˆD0(F , J,D0) in equation (45) is subject to
positiveness of the variable F defined as
F = D2WFˆD0 [δF , δJ, δD0; δF , δJ, δD0] = D2WFˆD0 [δF ; δF ] +D2WFˆD0 [δJ ; δJ ]
+D2WFˆD0 [δD0; δD0] + 2D
2WFˆD0 [δF ; δJ ]
+ 2D2WFˆD0 [δF ; δD0] + 2D
2WFˆD0 [δJ ; δD0],
(C.1)
or equivalently,
F = [ δF : δJ δD0· ]

∂2W
FˆD0
∂F ∂F
∂2W
FˆD0
∂F ∂J
∂2W
FˆD0
∂F ∂D0
∂2W
FˆD0
∂J∂F
∂2W
FˆD0
∂J∂J
∂2W
FˆD0
∂J∂D0
∂2W
FˆD0
∂D0∂F
∂2W
FˆD0
∂D0∂J
∂2W
FˆD0
∂D0∂D0

 : δFδJ
δD0
 . (C.2)
Each of the terms featuring in (C.2) are obtained as
D2WFˆD0 [δF ; δF ] = 4
(
J−4/3IIF + γ2J−2/3IID0
)
IIδF + 8J
−4/3 (δF : F )2 ;
D2WFˆD0 [δJ ; δJ ] =
28
9
J−10/3δJ2II2F +
20
9
γ2J−8/3δJ2IIF IID0 ;
D2WFˆD0 [δD0; δD0] = 8γ
4 (δD0 ·D0)2 + 4γ2(J−2/3IIF + γ2IID0)IIδD0
D2WFˆD0 [δF ; δJ ] = −
16
3
J−7/3δJIIF (δF : F )− 8
3
γ2J−5/3δJIID0 (δF : F ) ;
D2WFˆD0 [δF ; δD0] = 8γ
2J−2/3 (δF : F ) (δD0 ·D0) ;
D2WFˆD0 [δJ ; δD0] = −
8
3
γ2J−5/3δJIIF (δD0 ·D0) .
(C.3)
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Introduction of above equation (C.3) into (C.2) yields
F = 8J−4/3(δF : F )2 + 4J−4/3IIF IIδF︸ ︷︷ ︸
F1
+ 4γ2J−2/3IID0IIδF︸ ︷︷ ︸
F2
+ 8γ4(δD0 ·D0)2 + 4γ4IID0IIδD0︸ ︷︷ ︸
F3
+
28
9
J−10/8II2F δJ
2︸ ︷︷ ︸
F4
+
20
9
γ2J−8/3IIF IID0δJ
2︸ ︷︷ ︸
F5
− 32
3
J−7/3δJIIF (F : δF )︸ ︷︷ ︸
F6
− 16
3
γ2J−5/3δJIID0(F : δF )︸ ︷︷ ︸
F7
+ 16γ2δJ−2/3(F : δF )(δD0 ·D0)︸ ︷︷ ︸
F8
− 16
3
γ2J−5/3δJIIF (δD0 ·D0)︸ ︷︷ ︸
F9
+ 4γ2J−2/3IIF IIδD0︸ ︷︷ ︸
F10
.
(C.4)
Application of the Cauchy-Schwarz inequality to the tensors F and δF
and to the vectors D0 and δD0 reads as,
IIF IIδF ≥ (δF : F )2 ; IID0IIδD0 ≥ (δD0 ·D0)2 . (C.5)
Equation (C.5) enables a set of inequalities for F1 and F3 in (C.4) to be
written as,
F1 = 8J−4/3(δF : F )2 + 4J−4/3IIF IIδF ≥ 12J−4/3(δF : F )2;
F3 = 8γ4(δD0 ·D0)2 + 4γ4IID0IIδD0 ≥ 12γ4(δD0 ·D0)2.
(C.6)
Introduction of the inequalities for F1 and F3 in (C.6) into equation (C.4)
and consideration of F10 ≥ 0 yields the following inequality
F ≥ = 12J−4/3(δF : F )2︸ ︷︷ ︸
F?1
+ 4γ2J−2/3IID0IIδF︸ ︷︷ ︸
F2
+ 12γ4(δD0 ·D0)2︸ ︷︷ ︸
F?3
+
28
9
J−10/8II2F δJ
2︸ ︷︷ ︸
F4
+
20
9
γ2J−8/3IIF IID0δJ
2︸ ︷︷ ︸
F5
− 32
3
J−7/3δJIIF (F : δF )︸ ︷︷ ︸
F6
− 16
3
γ2J−5/3δJIID0(F : δF )︸ ︷︷ ︸
F7
+ 16γ2δJ−2/3(F : δF )(δD0 ·D0)︸ ︷︷ ︸
F8
− 16
3
γ2J−5/3δJIIF (δD0 ·D0)︸ ︷︷ ︸
F9
.
(C.7)
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Careful analysis of above terms F2, F5 and F7 yields the following in-
equality
F2 + F5 + F7 = J−8/3γ2IID0IIA +
4
9
γ2J−8/3IIF IID0δJ
2 ≥ 0, (C.8)
with A defined as A =
(
2JδF − 4
3
δJF
)
. Above inequality (C.8) enables to
modify the inequality in equation (C.7) to give
F ≥ = 12J−4/3(δF : F )2︸ ︷︷ ︸
F?1
+ 12γ4(δD0 ·D0)2︸ ︷︷ ︸
F?3
+
28
9
J−10/8II2F δJ
2︸ ︷︷ ︸
F4
− 32
3
J−7/3δJIIF (F : δF )︸ ︷︷ ︸
F6
+ 16γ2δJ−2/3(F : δF )(δD0 ·D0)︸ ︷︷ ︸
F8
− 16
3
γ2J−5/3δJIIF (δD0 ·D0)︸ ︷︷ ︸
F9
.
(C.9)
Let us now consider the following auxiliary notation, i.e,
a = J−2/3(δF : F ); b = γ2 (δD0 ·D0) ; c = J−5/8IIF . (C.10)
With the help of the auxiliary notation in equation (C.10), above inequal-
ity (C.9) can be conveniently re-written as
F ≥ = 12a2︸︷︷︸
F?1
+ 12b2︸︷︷︸
F?3
+
28
9
c2︸︷︷︸
F4
− 32
3
ac︸ ︷︷ ︸
F6
+ 16ab︸︷︷︸
F8
− 16
3
bc︸︷︷︸
F9
≥
(
4a+ 2b− 4
3
c
)2
≥ 0.
(C.11)
Positiveness of F∗ in above (C.11) yields positiveness of F in (C.7).
Hence, the invariant WFˆD0(F , J,D0) in equation (45) is convex with respect
to its arguments, namely {F , J,D0}.
Appendix C.2. Stabilisation strategy 2 in Section 4.2
Convexity of invariant WHˆD0 in equation (47) is subject to positiveness
of the variable G defined as
G = D2WHˆD0 [δH ; δH ] +D2WHˆD0 [δJ ; δJ ] +D2WHˆD0 [δD0; δD0]
+ 2D2WHˆD0 [δH ; δJ ] + 2D
2WHˆD0 [δH ; δD0] + 2D
2WHˆD0 [δJ ; δD0],
(C.12)
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where each of the terms on the right hand side of above equation (C.12) are
defined as
D2WHˆD0 [δH ; δH ] = 24J
−4 (δH : H)2 IIH + 6J−4II2HIIδH
+ 3mγ2J−2II1/2HD0IIδHD0 + 3mγ
2J−2II1/2HD0 (HD0 · δHD0)2
D2WHˆD0 [δJ ; δJ ] = 20J
−6δJ2II3H + 6mγ
2J−4δJ2II3/2HD0 ;
D2WHˆD0 [δD0; δD0] = 24γ
4 (δD0 ·D0)2 IID0 + 6γ4II2D0IIδD0
+ 3mγ2J−2II1/2HD0IIHδD0 + 3mγ
2J−2II−1/2HD0 (HD0 ·HδD0)2
D2WHˆD0 [δH ; δJ ] = −24J−5δJ (δH : H) II2H − 6mγ2J−3δJII
1/2
HD0
(HD0 · δHD0) ;
D2WHˆD0 [δH ; δD0] = 3mγ
2J−2II−1/2HD0 (HD0 · δHD0) (HD0 ·HδD0)
+ 3mγ2J−2IIHD0 ((HD0 · δHδD0) + (HδD0 · δHD0)) ;
D2WHˆD0 [δJ ; δD0] = −6mγ2J−3δJII
1/2
HD0
(HD0 ·HδD0) ,
(C.13)
with m = 0.0513. Introduction of all the terms in above equation (C.13)
(and consideration of strictly the necessary unconditionally positive terms
in above equation (C.13)) into the definition of G in (C.12) enables, after a
careful inspection, to obtain the following properly arranged inequality for G
as
G ≥ 24J−4 (δH : H)2 IIH + 5.5385J−4II2HIIδH − 48J−5δJ (δH : H) II2H + 19.5J−6δJ2II3H︸ ︷︷ ︸
G1
+ 6mJ−4II2HIIδH + 6mγ
2J−2IIHD0 ((HD0 · δHδD0) + (HδD0 · δHD0)) + 6mγ4II2D0IIδD0︸ ︷︷ ︸
G2
+ 3mJ−4II2HIIδH + 6mγ
2J−2II1/2HD0 (HD0 · δHD0) (HD0 ·HδD0) + 3mγ4II2D0IIδD0︸ ︷︷ ︸
G3
+ 6mJ−6δJ2II3H − 12mγ2J−3δJII1/2HD0 (HD0 ·HδD0) + 6mγ4II2D0IIδD0︸ ︷︷ ︸
G4
]
+ 3mγ2J−2II1/2HD0 (HD0 · δHD0)2 − 6mγ2J−3δJII
1/2
HD0
(HD0 · δHD0) + 3mγ2J−4δJ2II3/2HD0︸ ︷︷ ︸
G5
+ 3mγ2J−2II1/2HD0IIδHD0 − 6mγ2J−3δJII
1/2
HD0
(HD0 · δHD0) + 3mγ2J−4δJ2II3/2HD0︸ ︷︷ ︸
G6
(C.14)
The objective of the following derivations is to prove the positiveness of
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each of the terms Gi, which would prove the convexity of the invariant WHˆD0 .
Consideration of the Cauchy-Schwartz inequality enables to re-write the two
first terms of G1 in (C.14) as
24J−4 (δH : H)2 IIH + 5.5385J−4II2HIIδH ≥ 29.5385J−4 (δH : H)2 IIH .
(C.15)
Introduction of the above inequality (C.15) in the definition of G1 enables
to obtain the following inequality for G1 as
G1 = 24IIH
J6
(J (δH : H)− IIHδJ)2 ≥ 0. (C.16)
Regarding G2 (C.14), application of the Cauchy-Schwartz inequality on
the first term of its definition in (C.14) enables to conveniently re-write this
term as
6mJ−4IIHIIδH = 6mJ−4II2HIIδH
(
IIHD0
IIHD0
)1/2
≥ 6mJ−4 II
2
HIIδHII
1/2
HD0
II
1/2
H II
1/2
D0
≥ 6mJ−4
(
IIH
IID0
)1/2
II
1/2
HD0
tr
(
HT δHδHTH
)
(C.17)
Similarly, the third term of G2 in (C.14) can be conveniently re-written
as
6mγ4II2D0IIδD0 ≥ 6mγ4
(
IID0
IIH
)1/2
II
1/2
HD0
IID0IIδD0 (C.18)
Consideration of the above inequalities in (C.17) and (C.18) enables to
obtain the following inequality for G2,
G2 ≥ 6mII1/2HD0tr
(
BTB
) ≥ 0, (C.19)
which is clearly greater than zero and with the second order tensor B defined
as
B =
(
IIH
IID0
)1/2
J−2δHTH + γ2
(
IID0
IIH
)1/2
(δD0 ⊗D0) . (C.20)
Let us consider now G3 in (C.14). The critical situation is obtained when
the second term becomes negative (the first and third terms are always pos-
itive). In this critical situation, after recursive use of the Cauchy-Schwartz
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inequality it is possible to re-write this term as
−6mγ2J−2 | (HD0 · δHD0) (HD0 ·HδD0) |
II
1/2
HD0
≥− 6mγ2J−2 IIHD0II
1/2
δHD0
II
1/2
HδD0
II
1/2
H II
1/2
D0
− 6mγ2J−2 II
3/2
H II
3/2
D0
II
1/2
δH II
1/2
δD0
II
1/2
H II
1/2
D0
− 6mγ2J−2IIHIID0II1/2δH II1/2δD0 .
(C.21)
Consideration of the above inequality (C.21) enables to obtain the fol-
lowing inequality for G3 (C.14) as
G3m ≥ 3J−4
(
IIHII
1/2
δH − γ2J−2IID0II1/2δD0
)2
≥ 0, (C.22)
which is clearly greater than zero. Let us now consider G4 in (C.14). Follow-
ing a similar strategy to that in equation (C.21), it is possible to re-write the
second term of G4 in the most critical case, namely, when it attains negative
values, as
− 12mγ2J−3δJII1/2HD0|HD0 ·HδD0| ≥ −12mγ2J−3δJII
3/2
H IID0II
1/2
δD0
,
(C.23)
which enables to obtain the following inequality for G4 (C.14) as
G4 ≥ 6mJ−6
(
δJII
3/2
H − γ2J3IID0II1/2δD0
)2
≥ 0, (C.24)
which is clearly greater than zero. Finally, it is possible to re-write both G5
and G6 as
G5 = 3mγ2J−4II1/2HD0 (δJIIHD0 + J (HD0 · δHD0))2 ≥ 0;
G6 = 3mγ2J−4IIHD0 (JδHD0 + δJHD0) · (JδHD0 + δJHD0) ≥ 0,
(C.25)
with both inequalities being clearly greater than zero. Therefore, positiveness
of all Gi (C.14) for 1 ≤ i ≤ 6 proves the convexity of the invariant WHˆD0
(47).
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